CB23 Shampoo Bowl Installation

Fasten mounting plate to wall. Place bowl on top of plate flange with back side of bowl against leveling bolt. Use two 5/16" - 18 x 1/2" rd. hd. screws with 3/8" x 1" washers to fasten plate flange to underside of shampoo bowl. (Do not overtighten.)

The depicted mounting height is the recommended mounting height for bowls of this design when used hydraulic all-purpose chair.

Use adjustable stand-off to provide third point of support for shampoo bowl.
HOSE CONNECTIONS

If your Bowl is equipped with a Vacuum Breaker, connect one end of the Fixture Hose to the inlet side of the Vacuum Breaker. Connect the other end to the Fixture Tailpiece. Attach the Spray Hose connector to the Vacuum Breaker outlet.

![Diagram of hose connections]

If your Bowl is not equipped with a Vacuum Breaker attach the Spray Hose connector to the fixture tailpiece.

![Diagram of hose connections]

IMPORTANT!
DO NOT OVERTIGHTEN DRAIN ASSEMBLY!

3 1/2" BASKET STRAINER

INSTALL THE DRAIN ASSEMBLY

Apply a liberal amount of plumber's putty around the top of the drain opening.

![Diagram of sink and drain assembly]

Place the Strainer Body in the opening, and press it into the plumber's putty.

![Diagram of sink and drain assembly]

From the underside of the Bowl, place the Fiber and Rubber Washers over the Strainer Body. Secure the Strainer Body with the Nut. DO NOT OVER-TIGHTEN. When the Strainer Body is tightened securely to the Bowl, clean off any excess plumber's putty.

![Diagram of sink and drain assembly]

Attach the Gasket and Tailpiece to the Strainer Body. DO NOT OVERTIGHTEN.

![Diagram of sink and drain assembly]
Caution: Correct Hose Connections for Vacuum Breaker

Note arrows on the vacuum breaker that indicate directional flow of water.

The vacuum breaker will not work and LEAK if hooked up with water flow reversed.
1. Remove rubber washer(4), brass washer(5) and supply nut(6) from faucet.
2. Carefully insert the two steel supply hoses into the faucet as indicated.
3. Insert the base of faucet thru the reserved hole in the shampoo bowl.
4. Secure the faucet to bowl with the rubber washer, brass washer, and the supply nut.
Installation Instructions
No. 1701 "CATCH-ALL" HAIR TRAP

Contents
(1) - Hair Trap
(2) - Slip Nuts
(1) - 1½" Washer
(1) - Filter/Handle Assembly
(1) - O-Ring

To Install
1. Place slip nut and washer over 1½" tail piece.
2. Place slip nut over flange of elbow pipe (not included).
3. Install Hair Trap and tighten slip nuts.
4. Run water and check for leaks.

To Clean
1. Unscrew filter/handle assembly.
2. Remove all debris.
3. Make sure O-ring is in position in the handle cap.
4. Replace by aligning slot in filter over the guide inside hair trap and tighten firmly by hand.
5. Run water and check for leaks.

One-piece flanged elbow pipe required for installation
Collins CB23 Shampoo Bowl

CARE & MAINTENANCE

GENERAL CLEANING: Harsh chemicals and disinfectants may damage your new GCI CB23 Shampoo Bowl. For the best results, use soap and water and/or non-abrasive cleaners. Review the instructions on the bottle before applying any cleaner to the surface. For best results, we recommend the following cleaners be used:

- WINDEX, GLASS PLUS, FORMULA 409, MR. CLEAN, SPIC & SPAN, CLOROX

The following cleaners are not recommended for use and may even damage your shampoo bowl:

- LYSOL DISINFECTANT SPRAY, LESTOIL, INESOL, WHITECAP, or DOW DISINFECTANT BATHROOM CLEANER,

ABRASIONS & SCRATCHES: Light abrasions and scratches may be removed and the original gloss substantially restored by using the following materials:

- NOVUS PLASTIC POLISH, PERMATEX PLASTIC CLEANER #430D, TURTLEWAX POLISHING COMPOUND, J-WAX AUTOMOTIVE CLEANER/WAX.

FOR MORE STUBBORN STAINS: The following agents may be effective with more stubborn stains, but these agents must be removed quickly and the bowl then be thoroughly cleaned with soap & water to avoid permanent damage.

- KEROSENE, RUBBING ALCOHOL mixed with 50% water, TRIALENE SOAP, GASOLINE.

WIPE OFF COLOR and CHEMICALS IMMEDIATELY! PROLONGED EXPOSURE TO THESE CHEMICALS CAN PERMANENTLY DISCOLOR OR DAMAGE THE CB23 BOWL’S FINISH. DO NOT PUT NAIL CARE PRODUCTS, ACETONES, KETONES, ESTERS, OR AROMATIC HYDROCARBONS IN THE SHAMPOO BOWL.

Failure to follow the above instructions, or use of cleaning products not listed above will void the factory warranty.